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Making Keys for the 2004 Lexus 
RX 330 with T-Code 


by Brook Francisco & Michael Hyde of 
National Auto Lock Service, Inc. 


1. The 2004 Lexus RX 330 is the second generation of Lexus’ best 
selling compact sport utility RX 300. The new RX 330, Sienna minivan 
and Highlander crossover SUV are all using a modified version of the 
Camry sedan platform. A hybrid V6 version is due out later this year as 
the Lexus 400h. 
All on-board key programming has been eliminated from this and many 
other new Toyota and Lexus models, but keys and remotes can be 
originated or duplicated for this vehicle using the T-Code and the 
optional Toyota/Lexus software. The 2004 RX 330 uses an internal 4- 
track transponder key and the mostly unpublished code series of 
40,000-50,000. The keyway is the same as the TOY-48BT4, but the 
TOY-48BT4 will not work for this vehicle, Lexus has used a new chip 
for this year’s model. The only keys that will work for the 2004 RX 330 
are dealer part #89070-48820 (Remote Key with power rear hatch 
option), part# 89070-48810 (Remote Key without power rear hatch 
option) and part # 89786-60150. 
As of this printing, all keys are only available cut to code from the 
dealer, or uncut from Transponder Innovations 
(www.transponderinnovations.com) or from National Auto Lock 
(www.laserkey.com). 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


Opening the 2004 Lexus RX330 


2. The easiest and quickest 
method I’ve found for opening 
many newer vehicles is with an 
air-wedge and long reach tool. 
This worked well on this 2004 
RX330. For some reason this 
car did not relock automatically 
like many other Lexus vehicles. 
I like to insert a piece of thin 
cardboard between the vehicles 
frame and door weather 
stripping on the passenger side 
door. This will help prevent 
possible scratching to the 
vehicle frame. 


3. Next insert a plastic wedge. 
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4. Now insert and inflate 
the air wedge. 


5. You can now insert the 
long-reach rod. 
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Door Lock 


7. The drivers’ side 
door lock is the only 
external lock on the 
RX330. It is easy to 
remove and has all 
the cuts necessary to 
make a working key 
for the vehicle. The 
Lexus 40,000-50,000 
high-security code is 
stamped on the lock, 
but the code series is 
unpublished as of this 
time. The 2004 
version of InstaCode 
has many of these 
40,000-50,000 codes 
that Lexus has used 
since 1998. The 
pinning kit is available 
from A.S.P., the part 
number is A-30-111. 


6. Maneuver the tip of 
the long-reach rod 
towards the manual 
lock/unlock button and 
pull toward the rear of 
the car. The door will 
now be unlocked. 
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8. There is a plastic 
grommet on the 
driver’s side door 
edge. 


9. Remove this 
grommet to reveal a 
Torx-27 screw. 
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11. The lock cylinder removed. 


10. Loosen the Torx-27 screw and the lock cylinder will slide out. 
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12. The key code 
42341 is 
stamped on the 
lock, but the 
code series is 
unpublished. You 
may need to 
disassemble the 
lock to generate 
a key. 


13. This lock 
uses a clutching 
type design, but 
disassembly is 
fairly simple . 
Begin by 
removing the 
roll-pin that 
holds on the tail- 
piece lever. 
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15. You can now remove the 
tail-piece driver. 


14. Next, remove the 
“C” clip and large 
spring from the rear of 
the lock. 


16. Now gently pry off 
the face cap. It will be 
re-used. 


Rebate Offer for NLAA Members 
$5.00 Off the HPC Switch Stick (CO-80) 
Rebate code: 04HNS06 


The Switch Stick (CO-80) is a five-foot (1.5m) long bendable tool with a unique hook end designed to open 
cars from the inside. This tool slips into a vehicle between the window and doorframe. Once inside, the Switch 
Stick acts as a third hand allowing you to flip switches, lift buttons, and hook handles. The hook has a protective 
coating and rubber cap, so the vehicle owner won’t have to worry about a damaged interior. The Switch Stick is 
ideal for vehicles with side impact airbags where customers may be hesitant to have tools enter the door cavity. 
A must for vehicles with flush fingertip lock switches such as Lexus and Volvo. 


To receive your HPC, Inc. rebate, simply fill out the form below and mail it along with a copy of your invoice to: 


HPC, Inc. 
Attn: Rebate Department 
PO Box 2093 
Schiller Park, IL 60176 USA 


Include the following: Company, Name, Title, Address, City, State and Zip, Country, E-mail, Phone, Fax, Product Name, Rebate code. 


Official Rules: 
• Offer valid only for Security Professionals making qualified purchases through an authorized HPC Distributor 
between June 18, 2004 and July 19, 2004. 
• This offer is mutually exclusive and cannot be used with any other offer. 
• To receive free merchandise you must purchase the exact product shown. 
• Paperwork must be clearly state, “Rebate Department”. 
• To qualify, all paperwork (copy of your invoice and a copy of your NLAA card) must be received at HPC, Inc. on or 
before July 30, 2004 by mail or fax. 
• Please allow 4 to 6 weeks for processing. 
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18. The lock and all components. 


17. You should now be able to remove the cylinder from the front of the housing. Be careful nor to drop any of the 
wafers as the cylinder is removed. Also, notice the clutch assembly that can be removed. The cylinder can be 
remover easier without removing the clutch-assembly first. 


19. There are only 3 depths in this code series, 1, 3, 5. The wafers are not stamped, but you can tell the difference 
by the notch in the lower right corner. These tumblers are in order 1-3-5. 
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20. The key 42341 was decoded to: Left track: 13511 Right Track: 53313 Remember, 5’s are the highest and 1’s 
are the lowest cuts. 


21. Notice the “L” and the dot stamped on the key blade. This dot is an indication of the new Lexus chip found in 
these keys. The TOY48-BT4 will NOT work for the vehicles that require this key. 


23. Using the T-Code you can reset the Immobiliser system if all keys are lost or if you only 
have a valet key. 
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Programming New Keys with the T-Code 


The following dealer is required, part # 89070-48810. This is a Type 2 Immobiliser system for the T-Code. NO after- 
market keys like JET will work for this model type. Only factory originals will work from the Lexus dealer. 


22. Select Lexus/Toyota from the T-Code menu. 


